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0370-CP 037. 057. 30.3 00.1 1
223-TMDS
223-WMDS

SS51XT F51T0001-CP 000.1 000.1 05.3 52.1 2

3-0001-CP 000.1 057. 52.3 52.1 2

0521-CP 052.1 000.1 00.4 05.1 2 234-TMPS
234-WMPS

S02XT F02T
0051-CP 005.1 052.1 00.4 05.1 2
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LX-0370-CP 037. 057. 35.3 05.1 1 223-TMDS
223-WMDS

SS51XT F51T
LX-0001-CP 000.1 000.1 13.4 30.2 2

LX-0521-CP 052.1 000.1 18.4 05.2 2 234-TMPS
234-WMPS

S02XT F02T
LX-0051-CP 005.1 052.1 04.5 00.3 2
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223-WMDS 573. 8/1 23/1 8/3 371. 560. °51 � �

234-WMPS 005. 61/3 23/1 2/1 712. 190. °11 � �

223-TMDS 573. 8/1 23/1 8/3 371. 560. °51 � �

234-TMPS 005. 61/3 23/1 2/1 712. 190. °11 � �

The PC cutter permits the machine operator to drill and side mill with the same tool. Drilling depths of 3/4 of
the insert height are possible. (Deeper holes are attainable, but chip evacuation is extremely important.)

Enclosed pockets are an ideal application for the PC end mill. Several different insert styles are available, both
in coated and uncoated milling grades.

Plunge Milling Cutters & Inserts

PC

Standard Length End Mills for Drilling & Milling

Extended Length End Mills for Drilling & Milling

SDMW / SPMW SDNT / SPNT
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